
h4 connector (female)

BLACK - H4l1
Ground

BLACK - H4i2
Ground

BLACK - H4l4
(+) 12V Input

BLACK - H4i3 lndicator
Light Flash Input

Connect the BLACK wires H4/1 ond H4/2 v seporol,e ground locolions using o foc-
tory bolt thot does NOT hove ony vehicle component grounds ottqched ic it or drill o
new hole if required. A screw should only be used in coniunciion with o two-sided
lock wosher. Under dosh brockets ond door sheet metol ore not occeptoble ground

oornts.

The Blqck H4l3 wire is the input for the on-boqrd duql moke indicotor light flosh
reloy. lf the indicotrcrs ore switched positive connect this wire to o I2 voh conslont
source ot the vehicle fusebox, if ihey ore swikhed negotive connect to ground. (Moke

sure the supplied fuseholder qnd 20-omp fuse is used.)

Connect fie H4/4 porcr supply wire to on unfused source ol lhe vehicle! fusebox.
Use the supplied fuse holder ond o 5 omp fusel.

IMPORTANTI Alwoys cc-'nfirm light fosh polorty before cr-'nnecting Hfl /H I 2 or dom
oge la the vehicle lighling systen could occur.

NOTE: Renove oll tog-.s fran H3 ond H4 wires oher inslollolian.
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