
arming/disarming diagnostics
The systems microprocessor monitors ond reports oll octive ond violqted zones when
orming ond disorming the sysiem.

arm ing

Zones thot ore triggered ot the time the system is qrmed qre reported by on oddition-
ol set of stntus chirps colled Molfunction AutoByposs. The specific zone bypossed is
ihen reported by the l-ED. For more zone informolion, refer to Toble of Zones seclion

of this guide.

disarm ing

lf o zone is higgered, three disorm chirps will sound. The specific zone thol wos trig'
gered is lhen reported by the IED when the ignition is turned on. For more zone infor-
motion, refer ic the Tqble of Zones seclion of this guide.

system status chirps
Action Chirps Light Flashes Description

A r m 2 2 System ormed

Arm 4 A System ormed with boot or
bonnel oclive ond
bypossed (zones 5 ond 6)

Arm 2l5 s*.1 4 2 (5 sec.) 4 System ormed with door
octive ond bypossed [zone 4)

Arm 2 (10 sec.l 4 2 (10 sec.)r' Syslem ormed wilh sensor
octive ond bypossed zones
{1 ,  2 ,  3 ,  ond 8)

Disorm 3 3 System disormed witll
tomper olert

Disorm I Syslem disormed

Disorm 1 {low pikh} I System disormed with hons'
mitler low boiiery worning
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